AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Environmental Protection Agency

documentation that this scrap does not
contain motor vehicle scrap.

§63.10886 What are my management
practices for binder formulations?

For each furfuryl alcohol warm box
mold or core making line at a new or
existing iron and steel foundry, you
must use a binder chemical formula-
tion that does not use methanol as a
specific ingredient of the catalyst for-
mulation. This requirement does not
apply to the resin portion of the binder
system.

REQUIREMENTS FOR NEW AND EXISTING
AFFECTED SOURCES CLASSIFIED AS
SMALL FOUNDRIES

§63.10890 What are my management
practices and compliance require-
ments?

(a) You must comply with the pollu-
tion prevention management practices
for metallic scrap and mercury switch-
es in §63.10885 and binder formulations
in §63.10886.

(b) You must submit an initial notifi-
cation of applicability according to
§63.9(b)(2).

(c) You must submit a notification of
compliance status according to
§63.9(h)(1)(1). You must send the notifi-
cation of compliance status before the
close of business on the 30th day after
the applicable compliance date speci-
fied in §63.10881. The notification must
include the following compliance cer-
tifications, as applicable:

(1) ““This facility has prepared, and
will operate by, written material speci-
fications for metallic scrap according
to §63.10885(a)(1)”’ and/or ‘‘This facility
has prepared, and will operate by, writ-
ten material specifications for general
iron and steel scrap according to
§63.10885(a)(2).”

(2) ““This facility has prepared, and
will operate by, written material speci-
fications for the removal of mercury
switches and a site-specific plan imple-
menting the material specifications ac-
cording to §63.10885(b)(1) and/or ‘‘This
facility participates in and purchases
motor vehicle scrap only from scrap
providers who participate in a program
for removal of mercury switches that
has been approved by the Adminis-
trator according to §63.10885(b)(2) and
has prepared a plan for participation in

§63.10890

the EPA-approved program according
to §63.10885(b)(2)(iv)”’ and/or ‘“‘The only
materials from motor vehicles in the
scrap charged to a metal melting fur-
nace at this facility are materials re-
covered for their specialty alloy con-
tent in accordance with §63.10885(b)(3)
which are not reasonably expected to
contain mercury switches’” and/or
“This facility complies with the re-
quirements for scrap that does not con-
tain motor vehicle scrap in accordance
with §63.10885(b)(4).”

(3) ““This facility complies with the
no methanol requirement for the cata-
lyst portion of each binder chemical
formulation for a furfuryl alcohol
warm box mold or core making line ac-
cording to §63.10886.”

(d) As required by §63.10(b)(1), you
must maintain files of all information
(including all reports and notifica-
tions) for at least 5 years following the
date of each occurrence, measurement,
maintenance, corrective action, report,
or record. At a minimum, the most re-
cent 2 years of data shall be retained
on site. The remaining 3 years of data
may be retained off site. Such files
may be maintained on microfilm, on a
computer, on computer floppy disks, on
magnetic tape disks, or on microfiche.

(e) You must maintain records of the
information specified in paragraphs
(e)(1) through (7) of this section accord-
ing to the requirements in §63.10(b)(1).

(1) Records supporting your initial
notification of applicability and your
notification of compliance status ac-
cording to §63.10(b)(2)(xiv).

(2) Records of your written materials
specifications according to §63.10885(a)
and records that demonstrate compli-
ance with the requirements for re-
stricted metallic scrap in §63.10885(a)(1)
and/or for the use of general scrap in
§63.10885(a)(2) and for mercury in
§63.10885(b)(1) through (3), as applica-
ble. You must Kkeep records docu-
menting compliance with §63.10885(b)(4)
for scrap that does not contain motor
vehicle scrap.

(3) If you are subject to the require-
ments for a site-specific plan for mer-
cury switch removal under
§63.10885(b)(1), you must:

(i) Maintain records of the number of
mercury switches removed or the
weight of mercury recovered from the
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